


DIMENSION RESTRICTIONS

MAXIMUM EXPOSED
GLASS AREA

1296 sq. in. 1296 sq. in. 1296 sq. in. 100 sq. in. 100 sq. in.

Height not to 
exceed 54 inches

Width not to 
exceed 31 inches

None None

Note: The Response CME Fire 
Door Light Frame System meets 
the requirements for listed rat-
ings when tested in accordance 
with UL10(c), UBC 7-2 (1997) 
Part 1, ASTM E2074-00, Standard 
Method of Fire Tests of Door 
Assemblies (Positive Pressure), 
CAN/ULC S104, UL 10 (b), UBC 
7-2 1994 and NFPA 252 Method 
of Fire Tests of Assemblies, under 
negative furnace pressure.

LISTED RATING

DOOR CORE CONSTRUCTION

DOOR STILE & RAIL CONSTRUCTION

20 MINUTE

AGRIFIBER,
PARTICLEBOARD

SCL

45 MINUTE

MINERAL

MINERAL

60 MINUTE

MINERAL

MINERAL

90 MINUTE

MINERAL

MINERAL

COMBUSTIBLE MATERIAL 
EJECTION
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Door Components Div.
10055 Thiesse Road
Brainerd, MN  56401
Tel. 218-454-4700
www.lexingtonmfg.com

Corporate Of� ces
1330 115th Avenue NW
Minneapolis, MN 55448
Tel. 763-754-9055

FSC Supplier
SCS-COC-001990
The mark of responsible forestry
®1996 Forest Stewardship Council A.C. Providing Advanced Window & 

Door Component Solutions
®1996 Forest Stewardship Council A.C.®1996 Forest Stewardship Council A.C. Providing Advanced Window & 

Door Component Solutions

L E X I N G T O N
M a n u f a c t u r i n g ,  I n c .

Building Relationships
That Build Products

Height not to 
exceed 54 inches

Width not to 
exceed 31 inches

Height not to 
exceed 54 inches

Width not to 
exceed 31 inches

RESPONSECME 
®

45 MINUTE

AGRIFIBER,
PARTICLEBOARD

SCL OR MINERAL
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