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       At Lexington Manufacturing, 
we pride ourselves in building 

iprelationships with our clients 
that allow us to respond directly 
to their needs. With this dedica-
tion to quality and relationship 
in mind we developed Response 
ECTM, an engineered core that 
meets or exceeds WDMA and 
ANSI requirements.

    • Carb approved 
         Phase I and Phase II

CARB
approved
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Building Relationships
That Build Products

ALTERNATIVE ENGINEERED COMPOSITE FOR FLUSH DOOR APPLICATIONS 

Providing Advanced Window & 
Door Component Solutions

    • Innovative composite
         construction that delivers
         quality, consistency,   
         superior performance,
         and cost savings
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FSC Supplier
SCS-COC-001990
The mark of responsible forestry
•1996 Forest Stewardship Council A.C.

Patent Pending
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Door Components Div.
1100 Industrial Park Rd. SW
Brainerd, MN 55401
Tel. 218-454-4700
www.lexingtonmfg.com

Corporate Of®ces
1330 115th Avenue NW
Minneapolis, MN 55448
Tel. 763-754-9055

Providing Advanced Window & 
Door Component Solutions

g 
Door Component Solutions
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S C L  P E R F O R M A N C E  V A L U E S

Cycle Slam Test EHD - 1,000,000 Meets or exceeds EHDWDMA-TM-7

Screw Withdrawal Door 
Face - Unblocked

EHD - 550 lbs Meets or exceeds EHDWDMA-TM-10

Hinge Load Resistance EHD - 550 lbs Meets or exceeds EHDWDMA-TM-8

Screw Withdrawal - 
Vertical Door Edge EHD - 550 lbs Meets or exceeds EHDWDMA-TM-10

Screw Withdrawal - Horizontal Door 
Edge (when hardware attached)

EHD - 300 lbs Meets or exceeds EHDWDMA-TM-10

Modulus of Rupture LD2 - 406 psi Meets or exceeds LD2ANSI-A208.1

Modulus of Elasticity LD2 - 72500 psi Meets or exceed s LD2ANSI-A208.1

Linear Expansion (max. avg. %) LD2 - 0.40 Meets or exceeds LD2ANSI-A208.1

Internal Bond LD2 - 20 psi Meets or exceeds LD2ANSI-A208.1

Screw Holding Face LD2 - 117 lbs Meets or exceeds LD2ANSI-A208.1

TEST NAME DUTY LEVEL  
Extra Heavy Duty (EHD), WDMA, & LD2 ANSI

DUTY LEVEL TEST RESULTSAUTHORITY & TEST CODE

CARB
approved

FSC Supplier
SCS-COC-001990
The mark of responsible forestry
•1996 Forest Stewardship Council A.C.

Patent Pending
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