RESPONSE LIGHT KIT INSTALLATION INSTRUCTIONS

* ORDER SIZE (Visible glass) = (Width & Height)
* CUTOUT SIZE = Order size + 1.500"
* GLASS SIZE = Order size + 1.312”
NOTE - Wood trim is supplied oversized to allow migring

1. Install tracks onto glass. 2. Set glass / track assembly into
a. Flex track onto glass leaving an window cutout.
evenly spaced gap at each corner. a. Ensure glass / track assembly is
(See below) centered in cutout with an equal distance
between door faces.
(See below)

2a. Suspension clips (Optional).

a. Suspension clips will aid in
centering glass / track assembly into
cutout.

b. Flex track away from glass and
insert suspension clip into opening.

b. Itis recommended to have a full (See below)

length piece of track per side.

Optional: You are allowed maximum of
2 pieces of track per side with one piece
a minimum of 4” long.



3. Nail assembly into cutou
a. Place nails through pre drilled holes
in track (nails supplied in each Kkit).
(Tip - Nail head should just touch the
track, the moulding is designed to rest
on the nail head) (See below)

b. Use a minimum of 1 nail every 6
inches (holes are spaced every 2 inch

At least 1 nail is required on each side of
track.

4. Remove suspension clig

5. Attach wood trim.
a. Ensure the white strip is facing the
glass. (See below)

b. ForMINERAL CORE: Attach

wood trim with brads or adhesive (hot
melt recommended), or a combination of
both.

*TIP *

Due to tolerance stack up on glass gnd

door thicknesses you may encountgr

extreme variations when installing wgpd

trim. In cases where you have thick

glass and/or a thin door you may neefl to

sand some material off edge that butt
to glass. (See below)

c. ForEIBER CORE: Use a

maximum of 3 brads per side spaced no
closer than 10 inches apart (no nails <
be located in corners of trim). You may
also use adhesive (hot melt
recommended), or a combination of
both.

d. All brads MUST go through the
“V” notch on the track (“V” notches
are spaced every 2 inches).



